
Physical 

Material  PC/Aluminium

Trim finish White, Black

Mounting type  Wall Mounted

Electrical  

Voltage 
AC 220-240, 50/60 Hz

Control Non-dimmable

Optical 

Beam angle 100°

CCT  2700, 3000, 4000, 
5000K

CRI  80 (90 on request)

UGR >19

Efficiency 40lm/W

SDCM 3 

Certification

Warranty  5 years

Category  IP54, IK08

Lifetime L70B10 >40000 Hrs

AS/NZS 60598.2.1

Veil 
Wall Light

 
SKU 

 
Wattage 

Lumen Output 
(80CRI / 4000K)

Dimensions  
LxWxH mm

Technical 
Drawing

F3-10VW 10W 400lm 150 x 100 x 92

F3-18VW 18W 720lm 300 x 100 x 92

Product Specification

Features

IP54 IK08 Up/Down  
Distribution

Measurement

Technical Data Sheet
Model No. WL16-1510-10W WL16-3010-18W

Watt(W) 10W 18W

Dimension(mm) 150*100*92 300*100*92

Rated Input Voltage(V) AC230V

Input Voltage(V) AC200-240V

LED SMD

SDCM <6

CCT(K) 1-CCT: 3000K / 4000K / 5000K / 5700K

"Luminous Flux  
(lm)  ±5%

Non-DIM 400-500 720-900

DIM – –

CRI ≥80

Beam Angle (°) 100°

LED Driver Built-in

DIM No

Protection Class Class Ⅰ

IP Rating IP54

IK Rating IK08

Finishing color Black RAL 9005

Material Aluminium

Lifetime (hr) 50,000h @ 25℃

Glow wire test (°C) 750℃

Operating Temp.(°C) -20℃ ~45℃

Storage Temp.(°C) -20℃ ~65℃

Installation Surface mount

Brand Driver option –

Model
Dimension(mm)

Size(mm)
Product Weight (Kg) Package weight (Kg) Carton 

Size(cm) Qty/CTN 20GP (pcs) 40HQ (pcs)
A B C D N.W/PC G.W/PC N.W/CTN G.W/CTN

WL16-1510-10W 150 100 92 65 150*100*92 0.54 0.63 13 16.5 52*39.5*38.5 24 8784 17856

WL16-3010-18W 300 100 92 65 300*100*92 1.05 1.15 12.6 15 52*39.5*35 12 4392 10416

PF 0.9
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