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Physical 
Material Glass/Aluminium

 Black (RAL 9017),
 

Mounting type
   

Bracket, Pole, Outrigger

Electrical  
Voltage 
AC 220-240, 50/60 Hz

Control  Non-dimmable,  
1-10V, DALI, Photocell  

Optical 
Beam angle  13 options

CCT  2700, 3000, 3500, 
4000, 5700, 6500

CRI  70, 80, 90

UGR >19

 137 - 157 Lm

SDCM 3

Warranty  5 Years Standard

Category  IP66, IK08

Lifetime L70 102,000 Hrs
L80 79,000 Hrs

 

AS/NZS 60598.2.5 

 

AS/NZS 60598.1 

 

CR  
Flood light

 
SKU 

 
Wattage 

Lumen Output 
(80CRI / 4000K)

Dimensions  
HxWxD mm

F3-CRF50 50W 6854 -7897Lm 300 x 240 x 69

F3-CRF100 100W 13709 - 15794Lm

F3-CRF150 150W 20563 - 23691Lm

F3-CRF200 200W 27418 - 31588Lm

F3-CRF300 300W 41127 - 47383Lm

Features

Model: F3-CRF

IP66 IK08 Integrated 
Photocell option

LM-80 LM-79 TM-21

 

335 x 295 x 71

375 x 320 x 75

400 x 345 x 78

464 x 410 x 83

Salt Spray testing CLO & Extended 
Lifespans

Mounting options

White Aluminium (RAL9006)

Bracket mount Pole mount Outrigger mount

Salt Spray  

Drawing

H

DW

Pole Clamp bracket

8 Years Extended

3000 Hrs testing
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SKU builder

Brand Wattage Colour CRI

F3-CRF

CCT Beam angle Control

XXX X XX XX

50 = 50W

100 = 100W

150 = 150W

200 = 200W

300 = 300W

7 = 70CRI

8 = 80CRI

9 = 90CRI

27 = 2700K

3 = 3000K

35 = 3500K

4 = 4000K

5 = 5700K

6 = 6500K

N = Non-Dim

10V = 1-10V

DA = Dali 2

 

Example: F3-CRF100-G84FASDA

- X

B = Black

G = Grey

XXX

BH = 30 x 60

BW = 65 x 120

SAS = 65 x 120

FAS = 50 x 125

15 = 15D

30 = 30D

60 = 60D

90 = 90D

2VS = TYPE II very short

2M = TYPE II medium

2VSB = TYPE II very short

4S = TYPE IV short

5S = TYPE V short

Beam angle options

Accessories

XX

P = Photocell

CH = Chlorine Seal 

BW = 65 x 120
Billboard Wide

50 = 7497 Lm 

100 = 14994 Lm

150 = 22492 Lm 

200 = 29989 Lm

300 = 44984 Lm

BH = 30 x 60
Billboard High

50 = 7160 Lm 

100 = 14321 Lm

150 = 21482 Lm

200 = 28643 Lm

300 = 42964 Lm

SAS = 65 x 120
Stadium 4-6m

50 = 7156 Lm

100 = 14312 Lm 

150 = 21468 Lm

200 = 28624 Lm

300 = 42936 Lm

15 = 15D
Stadium 8-15m

50 = 7577 Lm 

100 = 15155 Lm

150 = 22733 Lm

200 = 30311 Lm

300 = 45466 Lm

30 = 30D
Stadium 8-15m

50 = 7421 Lm

100 = 14842 Lm

150 = 22263 Lm

200 = 29685 Lm

300 = 44527 Lm

60 = 60D
Stadium 6-8m

50 = 7745 Lm 

100 = 15491 Lm

150 = 23236 Lm

200 = 30982 Lm

300 = 46473 Lm

90 = 90D
High Efficiency

Flood

50 = 7897 Lm

100 = 15794 Lm

150 = 23691 Lm

200 = 31588 Lm

300 = 47383 Lm

2VS = 
TYPE II very short
Street Lighting

50 = 7187 Lm 

100 = 14374 Lm

150 = 21561 Lm

200 = 28748 Lm

300 = 43123 Lm

2M = 
TYPE II medium
Street Lighting

50 = 7006 Lm 

100 = 14012 Lm

150 = 21018 Lm

200 = 28024 Lm

300 = 42036 Lm 

2VSB = 
TYPE II very short
Street Lighting

50 = 7119 Lm 

100 = 14239 Lm

150 = 21359 Lm

200 = 28478 Lm

300 = 42718 Lm

4S = 
TYPE IV short
Street Lighting

50 = 7119 Lm 

100 = 14239 Lm

150 = 21359 Lm

200 = 28479 Lm

300 = 42719 Lm

5S = 
TYPE V short
Street Lighting

50 = 6854 Lm 

100 = 13709 Lm

150 = 20563 Lm

200 = 27418 Lm

300 = 41127 Lm

FAS = 50 x 125
Asymmetric Flood

50 = 7123 Lm 

100 = 14246 Lm 

150 = 21369 Lm

200 = 28492 Lm

300 = 42738 Lm

LM-80 LM-79 TM-21

FluxxLED 

CR Floodlight

Lumen ouputs @ 4000K, 80CRI



 
Accessories

ADC12 Aluminium,

Powder coated

F3-CRFPM60
Pole Mount Dia 60mm 
(100-300W)

Q235 steel

Cold Galvanised

E-coating + Powder coat

 

F3-CRFPM42
F3-CRFPM76
Pole Mount Dia 42/76mm
(100-300W)

SPCC steel

50W only 

F3-CRFOA
Outrigger arm
(50W)

SPCC Steel

F3-CRFCB1
Clamp Bracket 40-100mm
50-200W

SPCC Steel

F3-CRFCB2
Clamp Bracket 40-150mm
(200/300W)

Product Dimensions
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F3-CRF50 F3-CRF100 F3-CRF150

F3-CRF200 F3-CRF300

LM-80 LM-79 TM-21


