
General data:

mounting  type: g round foundation

ingress protection IP : 65

operating  temperature
range:

from -40° to +40°

lifetime L80B10 : 100 000h

impact protection IK: 06

Electrical data:

nominal voltage: 220-240V AC

nominal frequency: 50-60Hz

luminaire nominal
power :

7W

protection class: I

wiring : through

dimming : ON-OFF, DALI

power supply: inside the luminaire

Optical data:

optical system: lens

materia l: PMMA

light emission: direct

light distribution: symmetrical, asymmetrical

Lig hting  data:

light source: LED

colour rendering  index: CRI>80

colour tolerance SDCM: SDCM<3

tolerance of luminous
flux:

+/-10%

Bolt is a  bollard with an intriguing , irregular shape. It is an a lternative for people who like unconventional solutions. In
addition, thanks to the deviation of the body relative to the base and placing  the LED source at such an ang le, we get an
interesting  visual effect. Ingress protection IP65, Impact protection IK06, protection class I. Three optics to choose from:
asymmetrical, park street. The luminaire will perfectly fit into both private and public spaces.
Photometric body

BOLT
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E- elctronics
0- On- Off
D- DALI
 
C - colour

L - beam angle:
02 - asymmetrical
03 - street light
04 - park light

white
03

g rey
06

anthracite
70

b lack
05

Catalogue code Luminaire light flux Power Effectiveness Color temperature CRI/RA Weight Box dimensions

9198.03ELC 366lm 7 W 54 lm /W 3000K ≥80 6,0kg 180x17 0x97 0m m

9198.04 ELC 381lm 7 W 54 lm /W 4 000K ≥80 6,0kg 180x17 0x97 0m m

Accessories

ground foundation type A code number: 90.15 + 90.15.01

ground foundation type B code number: 90.16.01

Creation Date: 08.09.2023 
We reserve the rig ht to chang e, at any time and without prior notice the technical specifications provided on the card. The color options of the finishes presented in the catalog  may differ from the actual ones. Lig ht flux tolerance +/- 10% 

Li r a l ighting S p.  z  o .  o .  |  u l .  S a pe r ów 4 |  82 -3 00 E lb lą g |  i n fo@ l i r a l ighting. p l  |  te l .  + 48  5 5  2 3 6 11 85  |  fa x.  + 48  5 5  2 3 2  65  89 |  www. l i r a l ighting. p l


