
General data:
Luminaire body: a luminium
Mounting  type: on an adjustable holder, to the

g round
Ing ress protection IP: 66
Operating  temperature
rang e: from -40° to +45°

Lifetime L80B10: 100 000h

Dane elektryczne:
Nominal voltag e: 220-240V AC
Nominal freg uency: 50-60Hz
luminaire nominal
power: 26W

Protection c lass: I
Connection: 8x0,3mm2
Wiring : throug h, standard
Connection wire: 0,5m

Optical data:
Optica l system: lens
Materia l: PMMA
Lig ht emission: direct
Lig ht distribution: symmetrica l, asymmetrica l

Dane świetlne:
Lig ht source: LED
Colour rendering  index: CRI>80
Colour tolerance SDCM: SDCM<3
Tolerance of luminous
flux: +/-10%

Discovery is a  linear luminaire with a  slim construction based on an a luminum profile , using  hig h-quality LED modules.
Thanks to a  wide rang e of optic ians, the luminaire is able to meet the assumptions of the most demanding  projects. The use
of an appropriate lig hting  control system allows you to obta in unique lig ht scenes. The Discovery luminaire is desig ned to
illuminate the facades of modern, c lassic , historica l building s, urban building s, housing  estates, hotels, restaurants.
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L - lenses  avaliable:

​10 - 10°
20 - 20°
40 - 40°
60 - 60°
41 - 45°x10 
8 - 8° wall-wash
45 - 45° wall-wash
02 - asymmetrica l
 
W - wiring  
T- throug h
S- standard
 
C -colour

white
03

g rey
06

anthracite
70

b lack
05

Cata logue code Luminaire light flux Power Color temperature CRI/RA Weight Box dimensions

927 5.52LC W 1831lm 26W 27 00K ≥80 4 ,1kg 1100x200x150m m

927 5.53LC W 1863lm 26W 3000K ≥80 4 ,1kg 1100x200x150m m

927 5.54 LC W 1895lm 26W 4 000K ≥80 4 ,1kg 1100x200x150m m

Accessories
embranchment IP67 cata lug ue number 90.10

connector IP 68 3-torowe cata lug ue number 124.00

Creation Date: 22.09.2023 
We reserve the rig ht to chang e, at any time and without prior notice the technical specifications provided on the card. The color options of the finishes presented in the catalog  may differ from the actual ones. Lig ht flux tolerance +/- 10% 

Li r a l ighting S p.  z  o .  o .  |  u l .  S a pe r ó w 4 |  8 2 -3 00 E lb l ą g |  i n fo @ l i r a l ighting. p l  |  te l .  + 48  5 5  2 3 6  11 8 5  |  fa x.  + 48  5 5  2 3 2  6 5  8 9  |  www. l i r a l ighting. p l


