
General data:
luminaire body: PMMA/inox
mounting  type: to the g round, on an adjustable

handle
ing ress protection IP: 65
operating  temperature
rang e: from -40° to +45°

lifetime L80B10: 50 000h

Electrical data:
nominal voltag e -
luminaire power 4W: max. 4x350mA, max. 4x3V DC

nominal voltag e -
luminaire power 12W: max. 4x350mA, max. 4x9V DC

nominal voltag e -
luminaire power 40W: max. 4x350mA, max. 4x30V DC

luminaire nominal
power: 4W, 12W, 40W

protection c lass: III
connection: wire 8x0,3mm2
wiring : standard
connection wire: 0,5m
dimming /power supply
p. 307, 308: ON-OFF, DALI, DMX, CASAMBI

Optical data:
optica l system: lens
materia l: PMMA
lig ht emission: direct
lig ht distribution: symmetrica l

Lig hting  data:
lig ht source: LED
luminous flux from
luminaire
4W,12W,40W:

248 lm, 744 lm, 1984 lm

tolerance of luminous
flux: +/-10%

The Ollie wall luminaire is desig ned for illumination of facades with modern and classica l architecture. Luminaire di user
with a  diameter of 60mm is made of PMMA. Thanks to RGBW technolog y, the deta ils of façade can be emphasized by
colour or proper white lig ht. Thanks to the mounting  brackets , it is possible to precisely position the luminaire in relation to
the illuminated surface. Ollie family consists of luminaires with di erent power and dimensions while mainta ining  a  uniform
desig n.

OLLIE 60 POWER LED RGBW
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Cata logue code Light source Luminaire light flux Power Weight Dimensions Box dimensions

904 8.105.L LED 1984 lm 4 0x1W 2,2kg 990x60x(123-14 7 )m m 1010x14 0x14 5m m

Accessories

embranchment IP67 cata log ue code 90.10

Creation Date: 07.09.2023 
We reserve the rig ht to chang e, at any time and without prior notice the technical specifications provided on the card. The color options of the finishes presented in the catalog  may differ from the actual ones. Lig ht flux tolerance +/- 10% 
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