
Data:
Luminaire body: a luminum
Mounting  type: g round foundation
Ing ress protection: IP66
Operating  temperature
rang e: from -40°C to +40°C

Lifetime: 100 000h
Impact protection: IK10

Electrical data:
Nominal voltag e: 220-240V AC
Nominal freg uency: 50-60Hz
luminaire nominal
power: 14W

Protection c lass: I
Connection wire: connector
Wiring : throug h
Dimming : DALI, 1-10V

Optical data:
Optica l system: lens
Materia l: PMMA
Lig ht emission: direct
Lig ht distribution: asymmetrica l

Lig hting  data:
Type of source: LED
Colour rendering  index: CRI>80
Colour tolerance: SDCM<3
Tolerance of luminous
flux: +/-10%

Master Blaster, a  family of outdoor bollards that combine eleg ance, simplic ity and functionality. The luminaire body is made
of a luminum. Ing ress protection IP66, impact protection IK10, protection c lass I. For a  uniform desig n, the same luminaire
head, equipped with an integ rated optica l system, was used in bollards of different heig hts: H800mm, H400mm,
H200mm. Direct lig ht emission. Available lig ht distribution: asymmetrica l. The luminaires are perfect for the illumination of
a lleys, bicycle paths, squares, parks and g ardens.
Photometric body

MASTER BLASTER 180
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Cata logue code Luminaire light flux Power Effectiveness Color temperature CRI/RA Weight Box dimensions

9186.83EC 94 9lm 14 W 68lm /W 3000K ≥80 10kg 210x210x820m m

9186.84 EC 94 9lm 14 W 68lm /W 4 000K ≥80 10kg 210x210x820m m

Accessories

g round fundation type A cata log ue code. 90.15 + 90.15.09

podstawa montażowa typ B anchor plate cata log ue code 90.16.09

Creation Date: 08.09.2023 
We reserve the rig ht to chang e, at any time and without prior notice the technical specifications provided on the card. The color options of the finishes presented in the catalog  may differ from the actual ones. Lig ht flux tolerance +/- 10% 
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